BEAM SELECTING

BEAM ” ” ” ” ” ” 100
SzE | 48 60 72 84 92” 96 108

3_0” IBX-30048 = IBX-30060 @ IBX-30072 @ IBX-30084 @ IBX-30092 @ IBX-30096 @ IBX-30108 @ IBX-30120 @ IBX-30144 = CALL
5,045# 3,846+ 3,285# 3,052# 2,494# 2,083# 1534#

Ll 1BX-35048  IBX-35060 IBX-35072  [BX-35084 IBX-35092 IBX35096 [BX-35108 IBX-35120 IBX-35144  CALL
6,246# 5,133# 4,363# 4,044# 3,282# 2,725# 1,980#

V. W (il BX-39048 | IBX-39060 | IBX-39072 = IBX-39084 | IBX-39092 ' IBX-39096 & IBX-39108 @ IBX-39120 | IBX-39144 = CALL
7,1624# 6,261# 5,455# 5,047# 4,079# 3378# 2,4484#

ViRl BX-43048  IBX43060 1BX-43072  IBX-43084 [BX-43092 [BX-430%  IBX43108 = [BX-43120 [BX-43144 CALL
) 8,055# 7,022# 6,486# 6,111# 5,000# 4,062# 3,000#

5_0” IBX-48048 = IBX-48060 = IBX-48072 = |BX-48084 = IBX-48092 = |BX-48096 @ IBX-48108 @ IBX-48120 |BX-48144  CALL
9,460# 8,216# 17,5694 1,286# 6,357# 5,228# 3,737#

LY Ml BIN-55048  IBN-55060  IBN-55072  IBN-55084 IBN-55092 IBN-55096  IBN-55108  IBN-55120 IBN-55144 ~ CALL
11,364# 10,431# 10,020# 8,873# 7,505# 5,9694#

Y jgll IBN-60048  IBN-60060  IBN-60072 ~ IBN-60084  IBN-60092 IBN-60096 ~ IBN-60108  IBN-60120 IBN-60144  CALL
12,896# 11,837# 11,368# 10,046# 8 4784# 6,273#

Also available 6.0” x 144” (capacity 7,820)

B E A M 1 Maximum deflection - Beam length (in.) divided by 180.

N DTE 5 "= om 2 Meets R.M.I* standard. (*R.M..=Racks Manufacturers Institute)




UPRIGHT FRAME SELECTING

» Standard color: green uprights & orange beams
(other colors available).

* Beams and uprights constructed of HSLA
made high-strength steel. ASTM A1011-GRS55.

mmtod_vmf cation available

. ngh quallty polyurethane paint. Environmentally safe.

Does not contain lead.

selected standard items.
* Engineering available for seismic requirements.

10ft.

prime, U.S.

» Guaranteed shipping program. Quick-ship available on
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* Some exc

lusions apply

Other upright depths and heights available

For More Information: 866-333-0728
Custom Equipment Company

Sales: sales@customMhs.com




CAPALCITIES For More Information: 866-333-0728

» INVINCIBLE®

iy v 7 ||} Rack CAPACITIES

Litbon b The table below has been calculated in accordance with

| the RMI "Specification for the Design, Testing and Utilization
of Industrial Steel Storage Racks” and the edition of the AISI

: cation for the Design of Cold-Formed Steel Structural

L L

HORIZONTAL AND DIAGONAL BRACING

All upright frames use reinforced 1-1/2" wide closed-lip,
horizontal and diagonal bracing to resist damage in

transit and from fork lift abuse. 1" x 1-1/2" horizontal bracing
is placed approximately 8" from the floor to help resist impact
damage and allow ease in lagging foot plate to floor.

UPRIGHTS

[ oi8 BEAM UPRIGHT FRAME

SPACING = 1U18 1U24 U28  1U35  1U38
36 19380 28800 35500 40300 45100

"\ s ‘PN 18100 27,200 33600 38100 42,700

| U35 PE 16700 25300 31,100 35300 30,600
¥ was I 15300 23200 28600 32500 36300

GO 13800 21100 26000 29500 33000

7\ CON 12300 19000 23400 26600 29,700

I 1 /B 10900 16,900 20800 23700 26,400

78 9500 14900 18200 20800 23200
84 8300 13100 16100 18300 20400
90 7300 11600 14200 16200 18,100
96 6500 10300 12700 14400 16100

Bracing charnel
with reinforeing rib

/
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I [l -+ Forvertical beam spacing greater
than 86", please contact your distributor,

¥ |

+ Shelf spacing 1s measured from the floor

¥ to the top of the first beam or the
maximurm shell spacing (whichever is
greater)






