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Manual Stackers

Features 
•	 1" thick x 3" wide adjustable solid steel forks
•	 Forks adjust from 6-1/2" to 26-1/2" O.D.
•	 12" high fork backs on non-straddle models
•	 14" high fork backs on straddle models
•	 Foot-operated pump with tip-toe release 

and variable speed lowering

•	 Lift rise approximately 1-1/8" per stroke
•	Perforated metal screen
•	Foot-operated floor lock
•	 Leaf-type chain with 8250 lb yield point
•	 High-impact, floor-saving phenolic wheels

Features
•	 1-1/2" thick x 3" wide adjustable solid 

steel forks
•	 Forks adjust from 6-1/2" to 26-1/2" O.D.
•	14" high fork backs
•	Slip-on 32" x 30" platform available
•	 Hand-operated pump features variable 

control hand release lowering
•	Lift rise approximately 1/2" per stroke

•	Perforated metal screen
•	Foot-operated floor lock
•	 Dual leaf-type chain with 8250 lb yield 

point
•	 High-impact, floor-saving phenolic wheels

Stacker options on page 12

M200 or M400 
Series with Forks

M100 or M300 Series 
with Platform

M800 Series shown 
with optional Platform

Highlighted models are AIS (Always In Stock) and ship within one week.

Foot-Operated Stackers
Designed to easily handle all types of lifting tasks from transporting dies and molds to 
stacking skids and pallets. The simple to operate foot pedal provides effortless lifting. 
Compact enough to fit through standard doorways and operate in confined/congested 
spaces. Can be equipped with forks or solid platforms.

Hand-Operated Stackers
A two-piston hand pump mechanism provides effortless lifting of loads of up to 2,000 lbs. 
at an 18" load center to heights up to 76".

Model
Number

Load
Capacity

Raised
Height

Lowered
Height

Dimensions
H x W x L

Base Legs
I.D. / O.D.

Wheel Dia.
Front/Rear

Shipping
Weight

M100 Series - Platform (24" W x 24" L) - 15" Load Center
M152 1000 lbs 52" 5-1/4" 66 x 25 x 38" 15" / 21" 5" / 4" 270 lbs

M166 1000 lbs 66" 5-1/4" 80 x 25 x 38" 15" / 21" 5" / 4" 290 lbs

M178 1000 lbs 78" 5-1/4" 92 x 25 x 38" 15" / 21" 5" / 4" 300 lbs

M300 Series - Platform (32" W x 30" L) - 18" Load Center
M352 1000 lbs 52" 5-1/4" 66 x 33 x 44" 24" / 30" 5" / 4" 350 lbs

M366 1000 lbs 66" 5-1/4" 80 x 33 x 44" 24" / 30" 5" / 4" 370 lbs

M378 1000 lbs 78" 5-1/4" 92 x 33 x 44" 24" / 30" 5" / 4" 390 lbs

M200 Series -  Adjustable 25" Forks (Non-Straddle) - 15" Load Center
M252 1000 lbs 52" 5-1/4" 66 x 27 x 42" 15" / 21" 5" / 4" 340 lbs

M266 1000 lbs 66" 5-1/4" 80 x 27 x 42" 15" / 21" 5" / 4" 360 lbs

M278 1000 lbs 78" 5-1/4" 92 x 27 x 42" 15" / 21" 5" / 4" 390 lbs

M400 Series -  Adjustable 30" Forks (Straddle) - 18" Load Center
M452 1000 lbs 50" 3-1/4" 66 x 33 x 49" 26" / 32" 5" / 4" 370 lbs

M466 1000 lbs 64" 3-1/4" 80 x 33 x 49" 26" / 32" 5" / 4" 390 lbs

M478 1000 lbs 76" 3-1/4" 92 x 33 x 49" 26" / 32" 5" / 4" 410 lbs
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M800 Series - Adjustable 30" Forks (Straddle) - 18" Load Center
M852-2000 2000 lbs 50" 3-1/4" 66 x 33 x 51" 26" / 32" 5" / 5" 460 lbs

M866-2000 2000 lbs 64" 3-1/4" 80 x 33 x 51" 26" / 32" 5" / 5" 480 lbs

M878-2000 2000 lbs 76" 3-1/4" 92 x 33 x 51" 26" / 32" 5" / 5" 500 lbs

For More Information: 866-333-0728


